








LiPO Checker         # 118 380
displays the individual voltages for each LiPo 
cell connected to the device; range 2 - 6 cells
               

Universal Balancer Board
2-6 cells (XH/HP/PQEH/FP/MPX)                       

# 118 300

UNI7

Charge lead XT60 
# 118 331

Charge lead crocodile
# 118 332

Charge lead MPX M6
# 9 2516

Charge lead Deans
# 9 2517

Charge lead 2S Hard-
case LiPo   # 118 338

Specification:  ePowerbox 17A   # 114 127 ePowerbox 30A   # 114 121 ePowerbox 50A   # 114 125
Features:  Regulated cooling fans Temperature protection, overload protection, short-circuit protection, temperature controlled fan Temperature protection, overload protection, short-circuit protection, temperature controlled fan

Inputvoltage: 100 - 230 V 100 - 230 V 100 - 230 V
Outputvoltage: 13,8  Volt  DC +/-0,2V 12 - 18 Volt DC 15 - 30 Volt DC
Output current: 17 A +/-0,5 A 30 A 50 A
Wattage: 540 Watt 1200 Watt
Outputs: 2 pc: together max. 30 A 4 pc: 1 x 50 A, 3 x 10 A individually switchable
USB Outputs: 5 V @2,1 A 2 pc, 5 V 2,1 A 2 pc, 5 V 2,1 A
Temp./working range: 0 - 40° C 0 - 40° C
Dimensions: 92 x 126 x 51 mm 218 x 139 x 60 mm 305 x 170 x 85 mm
Weight approx.: 602 g 1,62 kg 3,08 kg
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# 114 121 

A compact, 
all-purpose, ex-
tremely powerful mains 
PSU! Several small devices can 
also be connected via the two pairs of 
parallel-wired banana sockets.
Features:
· Two outputs, max. total current 30 A
· Output voltage can be varied within the range 12 - 18 V
· Large LCD screen showing voltage and current
· Two USB ports (5 V, max. 1000 mA) for MP3 player, mobile  
	 telephone or digital camera
· Regulated cooling fans

Mains PSU 17 A

A compact mains PSU 
which can be used to power 
many battery chargers.

Features:
· LED indicators
· Powerful cooling fan
· Input voltage 100 - 230 V 	
	 for worldwide use
· Active power factor correction filter for reliable operation
· Two outputs: top and side-mounted
· With On / Off switch
· USB socket for mobile devices

# 114 127 Mains PSU
30 A

# 114 125 
Mains PSU
50 A
Maximum per-
formance packaged 
in a solid metal case. 
Sheer power! The ePowerBox 50 A 
delivers ample power for any battery 
charger connected to it, ensuring that your 
batteries are charged in the most efficient 
manner possible: a maximum current of 50 A and 
1200 W of continuous power!
Features:
· Four outputs, 3 x 10 A individually switched, 1 x 50 A
· Large LCD screen showing voltage and current
· Two USB Ports (5 V, max. 1000 mA) for MP3 player, etc.
· Power factor correction filter (PFC) protects mains circuit and  	
  other electrical equipment from interference

€ 89,90* € 125,90* € 329,90*

POWER BOXES

RRP (recommended retail price includes German VAT 19%) 



Although Lithium batteries are very efficient, they can be 
hazardous under certain circumstances. There have been 
many stories in model magazines and local newspapers 
about hobby workshops and even whole houses gutted by 
fire, the cost of damage sometimes rising to six figures. 
The reason behind these accidents is often that the user 
has set an incorrect program on the battery charger (e.g. 
using a NiMH program to charge a LiPo pack).

This danger should never be underestimated, but it can be 
eliminated using the revolutionary 
BID (= Battery IDentification) system, which is exclusi-
vely available with Power Peak chargers and Roxxy Evo 
batteries.
Protect your batteries - and especially your workshop - 
with the MULTIPLEX BID system!
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How does the BID system work?

Each battery is assigned a small, 
lightweight BID chip, which stores all relevant 
data for charging and discharging the pack 
correctly. 
To charge or discharge the battery, the BID chip is 
connected to a BID charger along with the battery; 
the BID system then dictates the parameters to the charger.
There is an alternative to the BID chip: the BID key. 
The key works in the same way as the BID chip, but its format 
makes it easier to hold and 
plug into the charger.

The following charge settings are stored 
on the BID chip or key:

• Battery type (NC, NiMH, LiIo, LiPo, 
	 LiFe, lead-acid)
• Cell count
• Battery capacity
• Charge current
• Discharge current
• Date (e.g. first use of battery)
• Delta Peak cut-off voltage
• Cut-off temperature

The following data are stored on the 
BID chip or key every time the battery is 
charged or discharged:

• Actual charged-in capacity
• Actual discharged capacity
• Maximum charged-in capacity
• Maximum discharged capacity
• Number of charge cycles

BID-Chip                                 # 30 8472

BID-Chip   (10 pc.)              # 30 8476

BID-Chip with lead 300 mm # 30 8473

BID  lead 300 mm               # 30 8474

BID lead 500 mm              # 30 8475

BID key                                 # 30 8888

BID-SYSTEM

  RRP (recommended retail price includes German VAT 19%)



# LiPO batt. ROXXY® Cells
(S)

Capacity
(mAh)

Voltage 
(V)

Weight 
(g)

Dimensions
    (mm) Euro*

316977   Evo 2-4000 20C 2 4000 7,4 233 143 x 43 x 16  31,90  

316988   Evo 3-2200 20C 3 2200 11,1 193 105 x 34 x 24  26,90 

316651**   Evo 3-2200T 20C 3 2200 11,1 193  26,90  

316989   Evo 6-5000 20C 6 5000 22,2 742 157 x 45 x 47  114,90 

316990   Evo 3-2600 20C 3 2600 11,1 221 115 x 34 x 26  30,90  

316652**   Evo 3-2600T 20C 3 2600 11,1 221  30,90

316601   Evo 3-450  30C 3 450 11,1 46 56 x 31 x 14  11,90 

316602   Evo 2-850  30C 2 850 7,4 49 69 x 30 x 13  8,90 

316603   Evo 3-850  30C 3 850 11,1 76 69 x 30 x 19  12,90

316609   Evo 3-1600 30C 3 1600 11,1 145 94 x 30 x 24  22,90 

316610   Evo 2-1800 30C 2 1800 7,4 117 104 x 34 x 15  17,90 

316611   Evo 3-1800 30C 3 1800 11,1 163 105 x 34 x 21  25,90 

316612   Evo 2-2200 30C 2 2200 7,4 149 104 x 33 x 18  21,90 

316613   Evo 3-2200 30C 3 2200 11,1 208 106 x 33 x 26  29,90 

316653**   Evo 3-2200T 30C 3 2200 11,1 208 106 x 33 x 26  30,90 

316614   Evo 4-2200 30C 4 2200 14,8 264 107 x 33 x 33  39,90 

316615   Evo 2-2600 30C 2 2600 7,4 164 107 x 33 x 20  24,90

316616   Evo 3-2600 30C 3 2600 11,1 234 107 x 33 x 29  34,90

316617   Evo 4-2600 30C 4 2600 14,8 302 107 x 33 x 38  47,90 

316618   Evo 6-2600 30C 6 2600 22,2 438 107 x 33 x 57  70,90 

316620   Evo 3-3000 30C 3 3000 11,1 192 136 x 43 x 30  42,90 

316621   Evo 4-3000 30C 4 3000 14,8 270 137 x 43 x 26  53,90 

316622   Evo 6-3000 30C 6 3000 22,2 348 137 x 43 x 38  79,90 

316623   Evo 2-3600 30C 2 3600 7,4 233 137 x 43 x 17  33,90 

316624   Evo 3-3600 30C 3 3600 11,1 324 137 x 43 x 24  48,90 

316625   Evo 4-3600 30C 4 3600 14,8 417 137 x 43 x 31  64,90 

316626   Evo 6-3600 30C 6 3600 22,2 603 137 x 43 x 46  96,90 

316627   Evo 2-4000 30C 2 4000 7,4 258 147 x 45 x 17  36,90
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ROXXY® EVO  LiPo batteries 
More power, more capacity!

The proven ROXXY® series of high-performance LiPo batteries is now available in 
a revised EVO version. ROXXY® EVO batteries offer important improvements in all 
aspects of their performance.
Even though the previous series of ROXXY® LiPo packs was characterised by an 
above-average voltage curve - even at high load currents - the performance of 
the new ROXXY® EVO range shows a further improvement in this respect, giving a 
perceptible increase in “push”.
The capacity under load and total cycle count of ROXXY® EVO batteries have also 
been increased significantly, and the ROXXY® Evo line offers smaller dimensions 
and lower weight, combined with increased C-rates.
The unique ROXXY® BID chip technology ensures ultra-simple handling in combi-
nation with POWER PEAK® battery chargers, and is a standard, integral 
part of all ROXXY® EVO packs.
(exception: 450 - 1800 mAh battery types)

Flug-Fahrakkus 40CLiPO BATTERIES 

  RRP (recommended retail price includes German VAT 19%)
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30C



# LiPO batt. ROXXY® Cells
(S)

Capacity
(mAh)

Voltage 
(V)

Weight 
(g)

Dimensions
    (mm) Euro*

316977   Evo 2-4000 20C 2 4000 7,4 233 143 x 43 x 16  31,90  

316988   Evo 3-2200 20C 3 2200 11,1 193 105 x 34 x 24  26,90 

316651**   Evo 3-2200T 20C 3 2200 11,1 193  26,90  

316989   Evo 6-5000 20C 6 5000 22,2 742 157 x 45 x 47  114,90 

316990   Evo 3-2600 20C 3 2600 11,1 221 115 x 34 x 26  30,90  

316652**   Evo 3-2600T 20C 3 2600 11,1 221  30,90

316601   Evo 3-450  30C 3 450 11,1 46 56 x 31 x 14  11,90 

316602   Evo 2-850  30C 2 850 7,4 49 69 x 30 x 13  8,90 

316603   Evo 3-850  30C 3 850 11,1 76 69 x 30 x 19  12,90

316609   Evo 3-1600 30C 3 1600 11,1 145 94 x 30 x 24  22,90 

316610   Evo 2-1800 30C 2 1800 7,4 117 104 x 34 x 15  17,90 

316611   Evo 3-1800 30C 3 1800 11,1 163 105 x 34 x 21  25,90 

316612   Evo 2-2200 30C 2 2200 7,4 149 104 x 33 x 18  21,90 

316613   Evo 3-2200 30C 3 2200 11,1 208 106 x 33 x 26  29,90 

316653**   Evo 3-2200T 30C 3 2200 11,1 208 106 x 33 x 26  30,90 

316614   Evo 4-2200 30C 4 2200 14,8 264 107 x 33 x 33  39,90 

316615   Evo 2-2600 30C 2 2600 7,4 164 107 x 33 x 20  24,90

316616   Evo 3-2600 30C 3 2600 11,1 234 107 x 33 x 29  34,90

316617   Evo 4-2600 30C 4 2600 14,8 302 107 x 33 x 38  47,90 

316618   Evo 6-2600 30C 6 2600 22,2 438 107 x 33 x 57  70,90 

316620   Evo 3-3000 30C 3 3000 11,1 192 136 x 43 x 30  42,90 

316621   Evo 4-3000 30C 4 3000 14,8 270 137 x 43 x 26  53,90 

316622   Evo 6-3000 30C 6 3000 22,2 348 137 x 43 x 38  79,90 

316623   Evo 2-3600 30C 2 3600 7,4 233 137 x 43 x 17  33,90 

316624   Evo 3-3600 30C 3 3600 11,1 324 137 x 43 x 24  48,90 

316625   Evo 4-3600 30C 4 3600 14,8 417 137 x 43 x 31  64,90 

316626   Evo 6-3600 30C 6 3600 22,2 603 137 x 43 x 46  96,90 

316627   Evo 2-4000 30C 2 4000 7,4 258 147 x 45 x 17  36,90

# LiPO batt. ROXXY® Cells
(S)

Capacity
(mAh)

Voltage 
(V)

Weight 
(g)

Dimensions
    (mm) Euro*

316628   Evo 3-4000 30C 3 4000 11,1 359 147 x 45 x 24  54,90 

316629   Evo 4-4000 30C 4 4000 14,8 463 147 x 45 x 31  71,90 

316630   Evo 5-4000 30C 5 4000 18,5 562 147 x 45 x 38  88,90 

316631   Evo 6-4000 30C 6 4000 22,2 662 147 x 45 x 45  105,90

316632   Evo 3-4400 30C 3 4400 11,1 392 144 x 45 x 26  59,90 

316633   Evo 4-4400 30C 4 4400 14,8 500 145 x 45 x 33  78,90 

316634   Evo 5-4400 30C 5 4400 18,5 617 145 x 45 x 41  98,90 

316635   Evo 6-4400 30C 6 4400 22,2 717 145 x 45 x 48  117,90

316636   Evo 2-5000 30C 2 5000 7,4 311 160 x 45 x 18  44,90 

316637   Evo 3-5000 30C 3 5000 11,1 437 160 x 45 x 27  64,90  

316638   Evo 4-5000 30C 4 5000 14,8 563 160 x 45 x 34  88,90

316639   Evo 5-5000 30C 5 5000 18,5 688 160 x 45 x 42  110,90 

316640   Evo 6-5000 30C 6 5000 22,2 820 160 x 45 x 50  132,90  

316641   Evo 3-5300 30C 3 5300 11,1 457 160 x 45 x 27  69,90 

316642   Evo 4-5300 30C 4 5300 14,8 593 160 x 45 x 36  92,90  

316643   Evo 5-5300 30C 5 5300 18,5 729 160 x 45 x 45 115,90

316644   Evo 6-5300 30C 6 5300 22,2 870 160 x 45 x 53  137,90 

316645   Evo 2-5800 30C 2 5800 7,4 349 160 x 45 x 20  53,90  

316646   Evo 3-5800 30C 3 5800 11,1 490 160 x 45 x 30  78,90  

316648   Evo 5-5800 30C 5 5800 18,5 639 160 x 45 x 47  127,90

316649   Evo 6-5800 30C 6 5800 22,2 776 160 x 45 x 52  152,90  

316650**   Evo 6-1450 30C-T 6 1450 22,2 280  41,90  

316993   Evo 10-4500 30C 10 4500 37 1281 290 x 53 x 43  196,90 

316994   Evo 12-4500 30C 12 5002 44,4 1529 290 x 53 x 50  248,50 

316996   Evo 12-5000 30C 12 5000 44,4 1679 320 x 53 x 51  260,90 

316997   Evo 10-5800 30C 11 5005 40,7 1573 320 x 52 x 47  155,90 

316998   Evo 12-5800 30C 12 5800 44,4 1892 320 x 53 x 58  299,90 

316991   Evo 3-2200  40C 3 2200 11,1 205 104 x 34 x 26  32,90  

316992   Evo 6-5000 40C 6 5000 22,2 827 160 x 45 x 51  144,90 
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“ROXXY® EVO batteries really give an edge in 
performance which ensures that there is still plenty 
of power left even for the last manoeuvres in my 
schedule. 

AkkuSafe 10                                                                   # 76 3324
LiPo charge and transport bag
Safety First: the safest method for charging, storing and transporting your LiPo bat-
teries. The Multiplex AkkuSafe 10 consists of a fire-resistant material which is safe 
up to 1200°C. It is also “Made in Germany” in order to satisfy the most demanding 
safety requirements.

**BID-CHip immer dabei/ ohne Stecker ausser bei Best.-Nr. mit T-Stecker(Deans-Stecker)	
				  

BID technology makes 
battery charging vastly simpler, 

as I no longer have to worry every time about getting 
the settings right on the charger.”

V I D E O

€ 139,90*

Flug-Fahrakkus 40C
LiPo BATTERIES

RRP (recommended retail price includes German VAT 19%)   RRP (recommended retail price includes German VAT 19%)
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Secification:  Smart  940-6 SV   # 31 8573 Smart  960-6 SV   # 31 8574 Smart 9100-6 SV   # 31 8975
Cell count: 6…18 Nixx, 2…6 LiPo 6…18 Nixx, 2…6 LiPo 6…18 Nixx, 2…6 LiPo
Conti. load current: 40 A 60 A 100 A
Peak: 45 A 70 A 115 A
Dimensions: 55 (60) x 35 x 15 (16) mm 60 (65) x 40 x 15 (16) mm 65 (70) x 40 x 15 (16) mm
Weight : 47 g 53 g 60 g
BEC: 5…7,4 V, 5 A 5…7,4 V, 5 A 5…7,4 V, 5 A
Protective funktions**: PCO, POR, TP, Rx-Filter PCO, POR, TP, Rx-Filter PCO, POR, TP, Rx-Filter
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ROXXY® Smart Control Programm Card
Deutsch 	 # 31 8576   	 € 10,90*
Englisch 	 # 31 8577  	 € 10,90*
Essential accessory for adjusting parameters of the ROXXY®- 
Smart range of speed controllers. German / English inscriptions.
Program Card functions:
• Braking power: 0 - 25 - 50 - 75 - 100%
• Battery type: LiPo - Nixx - LiFe
• Cut-off: soft - hard - off
• Cut-off voltage: low - medium - high
• Start mode: normal - medium soft
• Timing mode: low - medium - high
• Acceleration: off, soft - medium - hard
• Governor mode: off, soft - medium - hard

ROXXY® Smart Control – the intelligent speed controllers

The new ROXXY® Smart Control range of brushless speed controllers offers an integral 
telemetry function via the digital S.BUS2 interface. This enables the ROXXY® Smart Control to 
monitor the current state of your power system constantly and accurately: current, capacity, 
rotational speed, voltage and temperature are measured and passed to the pilot.
The devices in the ROXXY® Smart Control range are based on the ROXXY® 900 series, of 
which thousands are already in use. They offer the same high quality and performance, and 
are ideal for sophisticated electric power systems.
The integrated telemetry function replaces five separate sensors for current, capacity, rotati-
onal speed, voltage and temperature - without additional cost and wiring. The new ROXXY® 
Smart Control speed controllers are fitted as standard with the digital S.BUS2 interface, which 
makes them simple to connect to Futaba telemetry systems. All the control signals as well as 
the telemetry data from all the integral sensors are passed to the receiver via a single cable, 
i.e. the S.BUS system.
Simply install the speed controller in the usual way, connect it, complete the programming, 
register it at the transmitter as a sensor, and that’s it: the telemetry data appear on the 
transmitter’s screen.
Naturally Futaba transmitters have a voice, and are capable of announcing the telemetry data 
in the form of speech output. It is also possible to set up threshold values at the transmitter, 
which trigger alarms as audible warnings, speech, beeper or vibration alarms.
The telemetry data can be recorded on the SD card of all FASSTest® transmitters, thereby 
allowing the user to analyse each flight in detail. Various PC programs are available for 
assessing the data.

Highlights: 
• Optional Program Card for simple, clearly arranged set-up of functions.
• Speed controllers can be set to suit inrunner and outrunner motors; LED indicator.
• Timing Mode for adjusting the controller to the number of motor poles.
• Switchable brake with user-variable braking power.
• High clock frequency for fine motor control, e.g. for torque rolls.
• An integral temperature guard protects the controller from heat-induced damage.
• Fitted with the usual protective and filter functions, including POR start-up guard and RX filter.
• Designed to suit the ROXXY® range of brushless motors, but also suitable for use with other 	
		  BL motors, since these controllers place virtually no restriction on the number of motor poles.
• Variable soft-start.
• Integral sensors: current, capacity, rotational speed, voltage and temperature.
• Digital S.BUS interface.
• Naturally the controllers can also be connected to normal PWM receiver outputs, as the 		
	 S.BUS interface can process both types of signal, but there is no telemetry 
	 function in this case.

The ROXXY® Smart Control 6SV is a speed 
controller designed for model aircraft 
with a 2 … 6S flight battery, drawing a 
continuous current of up to 40 A. The 
controller’s BEC stage is particularly 
powerful, with a maximum continuous 
current of 5 A. The BEC voltage can be set 
to any of four levels: 5, 6, 6.4 and 7.4 Volt.
ROXXY® Smart Control 940-6 SV  
40 A Continuous load current
# 31 8573  € 84,90*

ROXXY® Smart Control 960-6 SV 
60 A Continuous load current
# 31 8574  € 119,90*

ROXXY® Smart Control 9100-6 SV 
100 A Continuous load current
# 31 8575  € 149,90*

ROXXY® Smart Control - 6 SV

SPEED CONTROLLER

  RRP (recommended retail price includes German VAT 19%)



Specification:  BL Control 712 BEC   # 31 8971 BL Control 722 BEC   # 31 8972 BL Control 745 BEC   # 31 8973
Cell count: NC/NiMH 6-10 or Lipoly 2-3 NC/NiMH 6-10 or Lipoly 2-3 NC/NiMH 6-10 or Lipoly 2-3
Load current: 12 A 22 A 45 A
Peak current: 14 A 25 A 50 A
Dimensions: 35 x 18 x 9 mm 44 x 25,5 x 9 mm 67 x 25,5 x 10 mm
Weight : 9 g 28 g 45 g
BEC: 5,2 V max. 1 A 5,2 V max. 2 A 5,2 V max. 3 A
Clock frequency: 10 kHz 10 kHz 10 kHz
Protective functions**: aps, Rx-Filter, PCO, POR, hec, TP aps, Rx-Filter, PCO, POR, hec, TP aps, Rx-Filter, PCO, POR, hec, TP

Specification: BL Control 9120-12 Opto   # 31 8641
Cell count: 14-36 NC/NiMH or 4-12 LiPo Zellen
Load current: 120 A
Peak current: 150 A
Dimensions: 73,4 x 56 x 31 mm
Weight : 175 g
Clock frequency: 32 kHz
Protective functions**:PCO, POR, TP, Rx-Filter, OPTO, Cool Power FET

Specification: BL Control 9100-12 Opto  # 31 8640
Cell count: 14-36 NC/NiMH or 4-12 LiPo Zellen
Load current: 100 A
Peak current: 120 A
Dimensions: 73,4 x 56 x 31 mm
Weight : 165 g
Clock frequency: 32 kHz
Protective functions**:PCO, POR, TP, Rx-Filter, OPTO, Cool Power FE
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ROXXY BL Control 712/722/745 BEC

New version of the proven ROXXY® BL-Control for brushless 
outrunner motors, designed for 6 ... 10 NC / NiMH or 2 ... 3 
LiPo cells. Now even more powerful. The clock frequency is 
10,000 Hz, which provides very fine motor speed control; this 
is particularly important for “torque rolling”.

The programmable brake can be set to on or off, while the 
low-voltage cut-off can be adjusted to any of the values low 
- medium - high. Motor start mode can be set to the values 
normal - medium - soft, and three values are also available 
for motor timing. 
Like all ROXXY® speed controllers this unit is equipped with 
the usual protective and filter functions, such as POR start-up 
guard, RX-Filter and thermal overload guard.

ROXXY BL Control 9100-12 Opto
# 31 8640  € 179,90*

ROXXY BL Control 9120-12 Opto
# 31 8641  € 199,90*

Universal speed controller for brushless motors. Applications: 
model aircraft, helicopters, boats and cars: one controller for 
everything. Optional forward - reverse mode, with or without 
brake. Includes speed governor mode in helicopter mode.

ROXXY BL Control 712 BEC  # 31 8971  € 15,90*

ROXXY BL Control 722 BEC  # 31 8972  € 16,90*

ROXXY BL Control 745 BEC  # 31 8973 € 29,90*

SPEED CONTROLLER

RRP (recommended retail price includes German VAT 19%)   RRP (recommended retail price includes German VAT 19%)

12 A

22 A

45 A



 
# Type Cell count Controll Current 

(A)
Peak 

current (A)
Dimensions 

(mm)
Weig. 

(g)
BEC
(V/A)

Clock 
frequency

Protective functions** EURO*

318627 BLControl  908                                                            NiMH 6-12/LiPo 2-4 forward/reverse 8 12 22 x 35 x 10 15 5,5 /2 A 32 kHz PCO,POR,TP, RX Filter  34,90   

318628 BLControl  918 NiMH 6-12/LiPo 2-4 forward/reverse 18 22 38 x 22 x 15 25 5,5 /2 A 32 kHz PCO,POR,TP, RX Filter  45,90 

318629 BLControl  930 NiMH 6-12/LiPo 2-4 forward/reverse 30 35 49 x 25 x 15 29 5,5 /2 A 32 kHz PCO,POR,TP, RX Filter  59,90 

318630 BLControl  930-6 NiMH 6-18/LiPo 2-6 forward/reverse 30 35 49 x 25 x 10 29 5,5 /2 A 32 kHz PCO,POR,TP, RX Filter  64,90 

318631 BLControl  940-6 NiMH 6-18/LiPo 2-6 forward/reverse 40 50 66 x 25 x 20 47 5,5 /2 A 32 kHz PCO,POR,TP, RX Filter  69,90 

318632 BLControl  950-6 NiMH 6-18/LiPo 2-6 forward/reverse 50 60 66 x 25 x 20 49 5,5 /2 A 32 kHz PCO,POR,TP, RX Filter  84,90 

318634 BLControl  960-6            NiMH 6-18/LiPo 2-6 forward/reverse 60 70 66 x 25 x 20 50 5,5 /2 A 32 kHz PCO,POR,TP, RX Filter  89,90 

318635 BLControl  9100-6                                                        NiMH 6-18/LiPo 2-6 forward/reverse 100 120 75 x 27 x 30 67 5,5 /2 A 32 kHz PCO,POR,TP, RX Filter  139,90 

318639 BLControl 975-12 Opto                                                    NIMH14-36 oder 
4-12 LiPo

forward/reverse 75 85 75 x 27 x 11 60 0 32 kHz PCO,POR, TP, RX-Filter 
Opto, Cool Power FET

 139,90 

318642 Programmer V2                                                                     16,90 

318645 Bl-Control 810                                                           NiMH 6-10/LiPo 2-3 forward 10 15 28 x 23 x 8 13 5,2/1,5 A  16,90 

318646 BL-Control 820                                                           NiMH 6-10/LiPo 2-3 forward 20 25 28 x 23 x 8 18 5,2 / 3 A  26,90 

318619 Rocar NiMH 6-7 forward/reverse 20 41  x47 x 26 63 5,0 V PCO,POR, RX Filter, TP 16,90

ROXXY® BL Control
High-performance brushless speed controllers

With their high clock frequency of 35,000 Hz, Roxxy BL Control ESCs 
provide ultra-fine control of motor speed. This is of particular 
advantage when “torque-rolling”, enabling the pilot to 
maintain a constant altitude much more easily. 
The integral thermal protection circuit 
reduces power to about 70% if temperature 
rises to an excessive level.

• Forward - Stop - Brake
• Programmable low-voltage protection
• LED indicator for set 
	 motor type (inrunner / outrunner mode).
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SPEED CONTROLLERS

  RRP (recommended retail price includes German VAT 19%)
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314938 BL Outrunner 1815/17 18 2900  7-9 < 6,5 8 40 55 18 x 21 13 2 up to 200 g up to 150 g  up to 95 g  29,90 
314939 BL Outrunner 1815/25 18 2000  7-12 < 4 5 35 40 18 x 21 13 2 up to 200 g up to 150 g up to 95 g  29,90 
314940 BL Outrunner 1820/10 18 2520  7-9 < 7 10 50 80  18 x 26 19 2 up to 250 g up to 200 g up to 120 g  29,90 
314942 BL Outrunner 1820/16 18 1650  7-15 < 5,5 7 42 60  18 x 26 19 2 up to 250 g up to 200 g up to 120 g  29,90 
314943 BL Outrunner 2214/25 22 2850  7-9 < 7,5 9 50 65  22 x 21 16 2 up to 300 g up to 250 g up to 160 g  29,90
314944 BL Outrunner 2214/31 22 2280  7-15 < 4,5 7 45 50  22 x 21 16 2 up to 300 g up to 250 g up to 160 g  29,90 
314945 BL Outrunner 2216/18 22 2570  7-12 < 10 13 65 100 22 x 23 19 2 up to 300 g up to 250 g up to 160 g  28,90 
314946 BL Outrunner 2216/25 22 1800  7-15 < 7 11 55 80 22 x 23 19 2 up to 300 g up to 250 g up to 160 g  28,90 
314948 BL Outrunner 2220/15 22 1780  7-12 < 10 2 70 120 22 x 27 28 2 up to 500 g up to 400 g up to 200 g  28,90 
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Ø18-22 mm Ø 18 mm # 314938 Ø 22 mm # 314948

ROXXY® BL outrunner motors
14-pole brushless outrunner motors

Brushless motors with neodymium magnets represent the very latest form of electric power plant. 
Outrunners in particular require no reduction gearbox, and constitute efficient, high-torque motors 
covering a broad range of power levels.
The special construction of outrunner motors often enables them to drive large propellers without the 
need for a gearbox, so they are ideal for direct-drive applications.

• Maximum copper fill ratio and superior neodymium magnets for high efficiency
• Large, precision ballraces ensure smooth running 
• Can be mounted by either end

Third ballrace
ROXXY® BL outrunner motors of the D and CA series are equipped with triple ballraces: to improve 
precision and smooth-running, a third ballrace, known as a thin-section bearing, is fitted. This prevents 
the motor bell distorting under load, ensuring smooth running.

for example:
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RRP (recommended retail price includes German VAT 19%)   RRP (recommended retail price includes German VAT 19%)



 # Ty
pe

Di
am

et
er

 
(m

m
)

RP
M

 / 
Vo

lt

Vo
lta

ge
 ra

ng
e

(V
ol

t)

Lo
ad

 c
ur

re
nt

 
(5

 M
in

/1
20

°C
)(A

)

Lo
ad

 c
ur

re
nt

 
(m

ax
.6

0s
ec

.)(
A)

Co
nt

in
uo

us
 o

ut
pu

t (
W

)
(5

 M
in

.1
20

° 
C)

M
ax

. o
ut

pu
t 

(6
0 

se
c.

) (
W

)

Di
m

en
si

on
s 

(m
m

)

W
ei

gh
t (

g)

Sh
af

t (
m

m
)

El
ec

tri
c 

gl
id

er

Sc
al

e 
an

d 
sp

or
t

Ae
ro

ba
tic

s 
/ 3

D

Co
m

pa
ra

bl
e 

gl
ow

 m
ot

or

EU
RO

*

314950 BL Outrunner 2822/25 28 1380  7 - 15  < 8,5 13 100 160  28 x 20 30 3,17 up to 500 g up to 400 g up to 220 g  29,90 
314951 BL Outrunner 2822/27 28 1270  7 - 15  < 7,5 11 90 140  28 x 20 30 3,17 up to 500 g up to 400 g up to 220 g  29,90 
314952 BL Outrunner 2826/09 28 1900  7 - 12  < 20 27 190 250  28 x 20 30 3,17 up to 500 g up to 400 g up to 250 g  39,90 
314953 BL Outrunner 2826/12 28 1450  7 - 12  < 16 24 170 240  28 x 25 45 3,17 up to 500 g up to 400 g up to 250 g  39,90 
314954 BL Outrunner 2826/14 28 1250  7 - 12  < 13 20 150 220  28 x 25 45 3,17 up to 500 g up to 400 g up to 250 g  39,90 
314955 BL Outrunner 2830/09 28 1280  7 - 12  < 15 25 220 300  28 x 30 57 3,17 up to 800 g up to 600 g up to 400 g  39,90 
314956 BL Outrunner 2830/12 28 910  7 - 15  < 12 21 210 260  28 x 30 57 3,17 up to 800 g up to 600 g up to 400 g  39,90 
314957 BL Outrunner 2830/16 28 700  7 - 20  < 10 17 180 220  28 x 30 57 3,17 up to 800 g up to 600 g up to 400 g  39,90 
314958 BL Outrunner 2834/08 28 1120  7 - 15  < 23 26 310 380  28 x 32 67 3,17 up to 1100 g up to 800 g up to 550 g  39,90 
314959 BL Outrunner 2834/10 28 880  7 - 15  < 17 22 260 340  28 x 32 67 3,17 up to 1100 g up to 800 g up to 550 g  39,90 
314960 BL Outrunner 2834/12 28 750  7 - 15  < 14 19 230 300  28 x 32 67 3,17 up to 1100 g up to 800 g up to 550 g  39,90 
314777 BL Outrunner 2815 28 1100 7 -   9 6 7 40 62  28 x 25 33 3,17 up to 500 g up to 400 g up to 250 g  29,90 
314778 BL Outrunner 2824/26 28 1380  7 - 12 9 11 105 170  28 x 26 48 3,17 up to 500 g up to 400 g up to 250 g  29,90 
315078 BL-Outr.C28-24-34 1100kv 28 1100  7-  12 8 90 90 155 28 x 26 48 3,17 up to 500 g up to 400 g up to 250 g 29,90
315079 BL Outrunner 2827/26 28 930  7 - 12 10 12 110 170  28 x 29 57 3,17 up to 500 g up to 400 g up to 250 g  34,90 
315080 BL Outrunner 2827/34 28 760  7 - 12 9 10 110 170  28 x 29 57 3,17 up to 500 g up to 400 g up to 250 g  34,90 
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ROXXY® 
BL outrunner motors
14-pole brushless outrunner motors

Ø 28 mm # 31 4950 Ø 28 mm # 31 4958Ø 28 mm for example:

BL MOTORS

  RRP (recommended retail price includes German VAT 19%)
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314961 BL Outrunner 3530/10 35 1330  7 - 15  < 26 35 300 350  35 x 30 78 4 up to 1400 g up to 1000 g up to 750 g  44,90 
314962 BL Outrunner 3530/14 35 950  7 - 15  < 20 30 270 310  35 x 30 78 4 up to 1400 g up to 1000 g up to 750 g  44,90 
314963 BL Outrunner 3536/05 35 1500  7 - 12  < 45 55 550 750  35 x 37 109 4 up to 2500 g up to 2000 g up to 1400 g  44,90 
314964 BL Outrunner 3542/05 35 1100  7 - 12  < 50 65 680 850  35 x 38 132 5 up to 2500 g up to 2000 g up to 1400 g  39,90 
314965 BL Outrunner 3542/06 35 930  7 - 15  < 38 65 680 850  35 x 38 132 5 up to 2500 g up to 2000 g up to 1400 g  49,90 
314966 BL Outrunner 3542/07 35 810  7 - 15  < 32 45 510 660  35 x 38 132 5 up to 2500 g up to 2000 g up to 1400 g  49,90 
314967 BL Outrunner 3548/05 35 830  7 - 15  < 45 60 670 900 42 x 37 130 5 up to 3200 g up to 2500 g up to 1800 g  49,90 
314995 Bl-Outr. D35-50-06  850kv 35 850  7 - 20 38 45 480 750 35 x 50 152 4 up to 3200 g up to 2500 g up to 1800 g  74,90 
314996 Bl-Outr. D35-50-05  1150kv 35 1150  7 - 20 50 65 700 900 35 x 50 152 4 up to 3200 g up to 2500 g up to 1800 g  74,90
314997 Bl-Outr. D35-55-04  900kv 35 900  7 - 15 45 60 750 1000 35 x 55 175 4 up to 3200 g up to 2500 g up to 1800 g  79,90 
314998 Bl-Outr. D35-55-06  590kv 35 590  7 - 20 35 45 700 900 35 x 55 175 4 up to 3200 g up to 2500 g up to 1800 g  79,90 
314780 BL Outrunner 3536/06 35 1250  7 - 12  < 40 50 440 680  35 x 37 109 4 up to 2500 g up to 2000 g up to 1400 g  49,90 
314779 BL Outrunner 3548/06 35 700 10 - 20 < 35 50 750 1000 35 x 48 172 5 up to 3200 g up to 2500 g up to 1800 g  59,90 
314968 BL Outrunner 4240/10 42 980  7 - 15  < 40 50 550 650 42 x 37 130 5 up to 4500 g up to 2900 g up to 2100 g  49,90 
314969 BL Outrunner 4240/12 42 910 7 - 15  < 35 40 480 580 42 x 37 130 5 up to 4500 g up to 2900 g up to 2100 g  67,90 
314970 BL Outrunner 4250/05 42 1000 10 - 20  < 65 80 950 1380 42 x 47 195 5 up to 5500 g up to 3400 g up to 2300 g 25er  72,90 
314971 BL Outrunner 4250/06 42 800 10 - 20  < 58 70 850 1250 42 x 47 195 5 up to 5500 g up to 3400 g up to 2300 g 25er  72,90 
314972 BL Outrunner 4260/05 42 710 10 - 20  < 58 85 110 1750 42 x 56 262 5 up to 7500 g up to 4000 g up to 2700 g 30er  79,90 
314973 BL Outrunner 4260/06 42 600 10 - 20  < 47 75 1000 1600 42 x 56 262 5 up to 7500 g up to 4000 g up to 2700 g 30er  79,90
314999 Bl Outr. D42-65-06  430kv 42 430 10 - 24 42 72 1050 1650 42 x 65 280 5 up to 8000 g up to 4500 g up to 3000 g 40er  109,90
314781 BL Outrunner 4250/07 42 720 10 - 20 < 50 60 810 1120 42 x 47 195 5 up to 5500 g up to 3400 g up to 2300 g 25er  69,90 
314667 BL Outrunner F45-59-900 Heli 45 900 20 - 30 75 100 2500 3500 45 x 57 340 6 119,90
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Ø35 mm # 31 4961 Ø42 mm # 31 4972Ø 35 - 45 mm

ROXXY® 
BL outrunner motors
14-pole brushless outrunner motors

for example:

RRP (recommended retail price includes German VAT 19%)   RRP (recommended retail price includes German VAT 19%)
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314974 BL Outrunner 5055/06 50 760 10 - 20  < 60 90 1100 1665 50 x 51 276 6 up to 8500 g up to 4700 g up to 3300 g 50er  89,90 
314782 BL Outrunner 5055/08 50 570 15 - 24  < 50 80 1000 1550 50 x 51 276 6 up to 8500 g up to 4700 g up to 3300 g 50er  89,90 
316972 Bl Outrunner D50-70-560KV 50 560 20 - 40 80 110 1800 2400 50 x 70 500 6 10 - 12 Kg 12 - 16 kg up to 12 kg  139,90
314664 Bl-Outr. D50-65-07  400kv 50 400 15 - 30 60 82 1500 2150 50 x 65 405 6 up to 11000 g up to 6000 g up to 4000 g 75er  119,90 
314665 Bl-Outr. D50-65-08  330kv 50 330 15 - 30 55 75 1400 2100 50 x 65 405 6 up to 11000 g up to 6000 g up to 4000 g 75er  119,90 
314975 BL-Outr. C50-65-07 50 435 15 - 24 < 52 90 1500 2250 50 x 61 377 6 up to 9500 g up to 5000 g up to 3500 g 60er 99,90
314782 BL Outrunner 5055/08 50 570 15 - 24 < 50 80 1000 1550 50 x 51 276 6 up to 8500 g up to 4700 g up to 3300 g 50er  89,90 
314783 BL Outrunner 5065/09 50 335 15 - 30 < 48 80 1400 2100 50 x 51 377 6 up to 9500 g up to 5000 g up to 3500 g 60er  99,90  
314666 Bl-Outr. D50-65-10  290kv 50 290 20 - 36 50 70 1350 2050 50 x 65 405 6 up to 11000 g up to 6000 g up to 4000g 90er  119,90 
314976 Bl Outrunner C-63-62-320kv 63 320 20 - 40  < 80 90 1750 2850 63 x 62 662 8 up to 9500 g up to 5000 g up to 3500 g 60er  169,90 
314977 BL Outrunner 6362/10 63 250 20 - 40  < 70 80 1680 2600 63 x 62 662 8 up to 15000 g up to 8000 g up to 5000 g 90er  169,90
314992 Bl-Outr. D63-72 Air  200kv 63 200 20 - 50 70 82 2200 2850 63 x 72 695 8 up to 17000 g up to 9000 g up to 6000 g 120er  189,90 
314993 Bl-Outr. D63-72 Air  230kv 63 230 20 - 50 75 86 2300 2950 63 x 72 695 8 up to 17000 g up to 9000 g up to 6000 g 120er  189,90
316969 Bl-Outr. Dominator CA88-19 88 220 20 - 50 80 95 2600 3800 88 x 29 645 8 up to 20000 g up to 10000 g up to 7000 g 26 ccm  249,90  
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Ø 63 mm # 31 4977 Ø 88 mm # 31 6969 Ø 50 - 88 mmØ 50 mm # 31 4665

zum Beispiel:

zum Beispiel:

Ø 63 mm # 31 4977

for example:

ROXXY® 
BL outrunner motors
14-pole brushless outrunner motors

BL MOTORS

  RRP (recommended retail price includes German VAT 19%)
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314986 BL-Outrunner C22-16-55  800kv 22 800 10 - 25   > 3  5,3 45 60 22 x 23 19 2  29,90 
314949 BL-Outrunner C22-20-20 1330kv 22 1300 7 - 12   < 8 10 60 110 22 x 27 28 2 28,90
314987 BL-Outrunner C28-26-21  800kv 28 800 10 - 25   > 6 8 120 190 28 x 26 45 3,17  39,90 
315078 BL-Outrunner C28-24-34 1100kv 28 1100 7 - 12      8 90 90 155 28 x 26 48 3,17 29,90
314990 BL-Outrunner C35-30-45  300kv 35 300 10 - 25   > 7 10 140 240 35 x 31 78 4  49,90 
314984 BL-Outrunner 5055/45 50 100 12    16 18   50 x 48,5 290 6  99,90 
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Ø 28 mm # 31 4987 Ø 35 mm # 31 4990Ø 22 - 50 mm Ø 22 mm # 31 4986

ROXXY® Navy BL outrunners

Modern 14-pole outrunner motors for model boats

The special design of these motors eliminates the need for reduction gearboxes. They are efficient, high-torque power 
plants for a wide range of applications, and are capable of driving very large boat propellers.

Ideal for direct-drive applications.

• Maximum copper fill ratio and high-quality neodymium magnets for high efficiency.

• Large precision ballraces for smooth running.

Ø 50 mm # 31 4984

for example:

RRP (recommended retail price includes German VAT 19%)   RRP (recommended retail price includes German VAT 19%)
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